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Rubber Flexible Joint
Stainless Steel Flexible Joint
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Balancing & Control Valve
TA-Smart
PIBCV
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Standard: BS EN 12288 & Screw Standard: BS EN 10226
Size: DN15 - DN50

Working Pressure: 16 bar

Body/Bonnet/Disc: Bronze (BS EN 1982)

Stem: Brass (BS EN 1982)

Handwheel: Aluminium

Standard: BS EN 12288 & Screw Standard: BS EN 10226
Size: DN15 - DN50

Working Pressure: 25 bar

Body/Bonnet/Disc: Bronze (BS EN 1982)

Stem: Brass (BS EN 12164)

Handwheel: Aluminium

Standard: BS EN 5154 & Screw Standard: BS EN 10266
Size: DN15 - DN50

Working Pressure: 16 bar

Body/Bonnet: Bronze (BS EN 1982)

Stem/Disc: Brass (BS EN 1982)

Handwheel: Aluminium

Standard: BS EN 5154 & Screw Standard: BS EN 10226
Size: DN15 - DN50

Working Pressure: 16 bar

Body/Bonnet: Bronze (BS EN 1982)

Disc: Bronze (BS EN 1982)

Standard: BS EN 12266 & Screw Standard: BS EN 10226
Size: DN15 - DN50

Working Pressure: 25 bar

Body/Cap: Bronze (BS EN 1982)

Screen: Stainless Steel 304 (BS EN 10088)

Remark: For common size and material only. Please contact Superpower for datasheet or special request.





















Size: 50-150mm

Connection: 1/4”, 3/8”

Accuracy (+/-FS): 1.5%

Pressure Range: -15 - 700 psi

Working Temp.: -20°C ~ 60°C

Exterior: Black Steel Bezel and Case, Glass Window, Brass Connection
Optional: Red Pointer

Size: 50-150mm

Connection: 1/4”, 3/8”

Accuracy (+/-FS): 1.5%

Pressure Range: -15 - 700 psi

Working Temp.: -20°C ~ 200°C

Exterior: SS304 Crimped Bezel and Case, Glass Window, SS§316 Connection
Optional: Red Pointer

Temperature Range: 0 ~ +50°C / 0 ~ +100°C

Scale Length: 4.1/2”, 6”, 6.1/2”, 8"

Connection: 1/2”

Exterior: Plated Brass Case, Glass Lens, Brass Connection
Length of temp. sensing part: 50mm / 100mm

Temperature Range: -50 ~ +50°C, -20 ~ +50°C (Gradiation 2°C)
0~ +50°C /0 ~ +100°C, 120°C, 150°C, 200°C
Increment/Gradiation: 1°C / 2°C / 5°C (for 200°C)
Mounting Screw: Union Type R 1/2 ; Fixed G 1/2
Bulb Material; C3604BD & C2700T (Chrome Plating)
Length of temp. sensing part: 50mm / 100mm

Remark: For common model only. Please contact Superpower for special configuration.



SPU, SPB, SPC, SPD SERIES SPE, SPI, SPS SERIES
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